
Annealed copper wire
(flexible conductor / f) NYAF

(Cu/PVC-f)

Single core flexible copper conductor
PVC insulated cable

Polyvinyl
Chloride
(PVC)
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Dimensional Mechanical and Electrical Data

Reference Standard:
SNI 04-6629.3-2006

Insulation Color:
Black, Blue, Red, Yellow/Green, etc

Application:
This type of cable is recommended for the installation of panels that require
high flexibility, this type of cable is very suitable for places that have sharp
turns. This type of power cord is used in a dry locations and not in humid/wet
conditions or directly affected by the weather.

Rated Voltage:
300/500 V - 450/750 V

Note: The following is general information, for further information please contact our marketing.

In pipe In Air

mm2 mm mm mm kg/km Ω/km MΩ.km A A m

0.5 0.2 0.6 2.1 12 39.0 0.013 2.5 - 50/100/coil

0.75 0.2 0.6 2.4 15 26.0 0.011 7 15 50/100/coil

1 0.2 0.6 2.5 18 19.5 0.010 11 19 50/100/coil

1.5 0.25 0.7 3.0 23 13.3 0.010 15 24 50/100/coil

2.5 0.25 0.8 3.7 35 7.98 0.009 20 32 50/100/coil

4 0.3 0.8 4.2 50 4.95 0.007 25 42 50/100/coil

6 0.3 0.8 4.5 71 3.3 0.006 33 54 50/100/coil

10 0.4 0.8 5.9 116 1.91 0.0056 45 73 50/100/coil
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Resistance 

Max.  at 20° C

insulation 
resistance Min.  

at 70° C

Current carrying capacity At 
30⁰C Standard 

delivery length
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