
Annealed copper wire
(flexible conductor / f)NYMHY

(Cu/PVC/PVC-f)

Multi Core flexible copper conductor
PVC Insulated and PVC Sheathed Cable

Polyvinyl
Chloride
(PVC)
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Dimensional Mechanical and Electrical Data

Reference Standard:
SNI 04-6629.5-2006 Insulation Color:

Brown - Blue ( 2 Core)
Brown - Blue - Yellow/Green ( 3 Core)
Brown - Black - Grey - Yellow/Green (4 Core)

Application:
This cable is used for installation in the house that is not permanent, because
it is flexible and not easily broken. This type of cable is specifically recommended
for use as a connector for house hold appliances that are often moved around.

Rated Voltage:
300/500 V

Note: The following is general information, for further information please contact our marketing.

at 30°C at 40°C

mm2 mm mm mm mm kg/km Ω/km MΩ.km A A m

2x0.75 0.6 2.4 0.8 6.4 65 26.0 0.011 6 5.5 50/100/coil

2x1 0.6 2.5 0.8 6.6 70 19.5 0.010 10 9.2 50/100/coil

2x1.5 0.7 3.0 0.8 7.6 96 13.3 0.010 15 13.8 50/100/coil

2x2.5 0.8 3.7 1.0 9.4 150 7.98 0.009 20 18.4 50/100/coil

3x0.75 0.6 2.4 0.8 6.8 74 26.0 0.011 6 5.5 50/100/coil

3x1 0.6 2.5 0.8 6.9 93 19.5 0.010 10 9.2 50/100/coil

3x1.5 0.7 3.0 0.9 8.3 121 13.3 0.010 15 13.8 50/100/coil

3x2.5 0.8 3.7 1.1 10.2 187 7.98 0.009 20 18.4 50/100/coil

4x0.75 0.6 2.4 0.8 7.4 91 26.0 0.011 6 5.5 50/100/coil

4x1 0.6 2.5 0.9 7.8 104 19.5 0.010 10 9.2 50/100/coil

4x1.5 0.7 3.0 1.0 9.2 151 13.3 0.010 15 13.8 50/100/coil

4x2.5 0.8 3.7 1.1 11.1 226 7.98 0.009 20 18.4 50/100/coil
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